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NOTICE TO BIDDERS

Sealed bids for the FISHER ROAD CULVERT REPLACEMENTS PROJECT will be received by the
Board of County Commissioners of Athens County, Ohio, at their office, 15 S. Court Street, Athens
Ohio 45701 until 10:00 a.m., Prevailing Local Time on the 3" day of June, 2019 and at that time and
place will be publicly opened and read aloud. All bids will be considered valid until 60 days after the
opening date, although not accepted or rejected.

The work for which proposals are invited consists of fifteen (15) culverts removed and replaced,
including inlet and outlet treatment, and pavement replacement along Fisher Rd (CR17). The
Engineer’s Estimate of Construction Cost for the project is $61,500.00.

All pertinent plans, specifications and other relative information can be obtained or examined at the
office of the Athens County Engineer, 16000 Canaanville Road, Athens, Ohio 45701, 7:00am-3:30
pm, Monday through Friday.

Legal notice and bid documents are also posted on the internet at www.athenscountyengineer.org
under the “Bids/RFPs” heading. Bidders are advised to email their contact information to
engineer@athensoh.org including name, address, phone, fax, and email in order to receive any
amendments or other information if bid documents are obtained online.

Each bid shall have filed with it a bid guaranty in the form of a certified check, cashier’s check, or
letter of credit revocable only at the option of Athens County in an amount equal to 10% of the bid or
a bond in accordance with division (B) of Section 153.54 of the Revised Code.

Each proposal must contain the full name of the party or parties submitting the proposal and all
persons interested therein. Each bidder must submit evidence of its experiences on projects of similar
size and complexity. The project has a completion date of August 30, 2019.

Bidders must comply with the prevailing wage rates on Public Improvements in Athens County as
determined by the Ohio Department of Commerce, Bureau of Wage and Hour Administration,
614.644.2239.

The Board of County Commissioners of Athens County, Ohio reserves the right to reject any and/or all
bids and to waive informalities as may be in the best interest of Athens County.

Jeff Maiden, P.E., P.S.
Athens County Engineer

Advertising dates:  5/12/19, 5/19/19
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INFORMATION TO BIDDERS
FISHER ROAD CULVERT REPLACEMENTS

Bids will be accepted until 10:00 a.m., Monday, June 3, 2019 at the Athens County Engineer’s office at
which time they will be opened for review and publicly read. All bids shall be marked “Bid for Fisher
Road Culvert Replacements”.

The contract documents shall consist of the advertisement for bids, instructions to bidders, plans,
specifications and bid forms, all of which are attached.

All bids shall be submitted on the form attached, which may not be changed, modified, deleted or added
to in any manner.

All bids shall be submitted in the place, time and manner set forth in the advertisement for bids.

All materials shall conform to the State of Ohio Department of Transportation (ODOT) Construction and
Material Specifications (CMS), 2016 Edition, Section 706.05, except as stated otherwise hereinafter.

The contract shall be awarded to the lowest responsible bidder, provided, however, that Athens County
reserves the absolute right in its discretion to determine whether any bid is the equivalent of the
specifications listed.

Athens County reserves the right to reject any and all bids, as well as to waive or assert any irregularity,
informality or variation in any bids, as it may appear to be in the best interests of the County.

All blank spaces in the proposal shall be filled in clearly where indicated, either typed or written in ink.
Altering and/or changing any part of this proposal will be sufficient reason for rejection.

Submitted bid proposal must include all pages herein, filled out completely. Also, Certificate of Liability
Insurance in the amount of $1,000,000, and bid bond, certified check, cashier's check, or money order in
the amount of 10% of the total amount bid must be included with your bid. Such checks or bid bonds will
be returned to all except the lowest bidder within three (3) days after the bid award, and the remaining
check or bid bonds will be returned promptly after the Owner and the accepted bidder have executed the
contract and the project has been completed, or, if no award has been made within thirty (30) days after
the date of the opening of bids, upon demand of the bidder at any time thereafter, so long as he has not
been notified of the acceptance of the bid.

Work must be completed no later than August 30, 2019. A penalty of $1,000 per day will be assessed to
work extending past completion date.

Bidder warrants that prices, terms, and conditions quoted herewith shall be firm for acceptance for a
period of sixty (60) days from the date of the included bid quotation.

Bidders must comply with the prevailing wage rates on Public Improvements in Athens County as
determined by the Ohio Department of Commerce, Bureau of Wage and Hour Administration. Contracts
exceeding $27,309 must be prevailing wage.



ATHENS COUNTY ENGINEER
FISHER ROAD CULVERT REPLACEMENTS
SPECIFICATIONS, REQUIREMENTS, AND PROCEDURES

The Athens County Engineer will replace culverts under Fisher Road (CR17) utilizing a private contractor.
Work performed will be paid for per specific culvert replacement.

The Athens County Engineer is responsible for maintaining proper drainage of the county road system. The
Athens County Engineer will endeavor to keep the county road system in a safe, travelable condition. This
operation will be conducted as economically and safe as possible.

Procedure
The culvert replacements procedure will be as follows:

Once awarded the culvert replacement contract and a minimum of 5 working days before starting the work,
the contractor shall give the Athens County Engineer a schedule in writing for completing said work. The
schedule shall contain the expected work date(s) of every culvert included in the contract and the order of
culvert replacements completion. Once the schedule has been accepted by the Athens County Engineer's
Office, the contractor may proceed. The contractor shall contact the Engineer regarding any deviation of the
schedule due to weather, breakdowns, etc.

All labor, equipment, traffic control, and mobilization for culvert replacements shall be included in the lump
sum bid prices of the culvert replacements. The culvert pipe, steel plates, "Bump’ or “Steel Plate in
Roadway” signs and tripods, the new polyethylene culverts, and the precast concrete headwalls shall be
supplied by the Athens County Engineer. Any and all other items and materials required shall be provided
by the contractor.

Completion of Work

Once work has been completed, to the Athens County Engineer's approval, the contractor will submit invoices
to the Athens County Engineer's Office. Invoices shall state which culverts replaced. Payment of invoice will
be accomplished within 30 days of presentation of the invoice.

Work must be completed no later than August 30, 2019. A penalty of $1,000 per day will be assessed to work
extending past completion date.

Contractor's Procedures

Equipment
All equipment to complete culvert replacement contract shall have rubber tires or rubber track. No metal

Track equipment shall be used at any time to complete the work. The contractor shall be responsible for any
and all damages to the county roads due to contractor operations. The contractor shall be responsible for
repairs of damages to county roads to the Athens County Engineer's approval.

Any damages to mailboxes, fences, driveways, etc., caused by contractor will be repaired by the contractor.
The contractor must report any and all damages/crashes/injuries to the Engineer within one ( 1)
business day. In case of emergency, call 911.



The contractor shall refrain from getting mud on county roads. In case of mud on the road, the contractor shall
cease all work and immediately remove the mud from the county road to the Athens County Engineer's
approval.

The contractor shall not work outside of county road right of way with equipment, material, labor, etc. unless a
work agreement has been signed by the property owner. The contractor shall not use private property or
private drives to park or turn equipment unless given written permission by the property owner.

The contractor shall be responsible for any excavated material once it leaves county right of way. If the
contractor places discarded material on private property, the contractor must have written permission from the
property owner. A signed agreement releasing the contractor of liability between the property owner and
contractor is recommended, but not required. The contractor may, if he chooses, place extra excavated
material on a drop off of a county road within right of way. The material must be leveled and
smoothed within one day of placement, if needed.

Hours of Work
No work shall be done on Holidays, Sundays, one (1) hour before sunrise, or one (1) hour after sunset. In case
of emergency, the contractor shall provide a 24 hour contact name and phone number.

Traffic Control

The contractor shall provide traffic control in accordance with the Ohio Department of Transportation's
Standard Construction Drawings for Maintaining Traffic, MT 97.10 or MT 101.60. Refer to drawings
contained in this quote package.

For one-lane closures, the contractor shall provide the proper signage, flaggers, amber lights on vehicles, etc.
according to MT-97.10. A vehicle may not wait more than 5 minutes at a time during a one-lane closure.
Traffic must be permitted to pass the site in a safe manner, with a plate(s) secured over the trench and a clear
path of travel. If the site of the culvert is located at an intersection, the contractor must provide traffic
control and flaggers in all directions of travel. If intersecting roads are located within one-lane closure zones,
traffic control and flaggers must also be provided at those intersections.

When a full road closure is utilized, the MT-101.60 shall be followed, with the Type 3 Barricades
placed at nearest intersecting county roads. If intersecting roads are located within full road closure zones,
traffic Type 3 Barricades must also be provided at those intersections. Full road closures may not exceed 12
hours per culvert replacement. Only one location on any one roadway may be closed at one time. The
contractor shall contact the media via email regarding any and all road closures, at least 2 work days in
advance of the closing. The email contact list will be provided by the Athens County Engineer. If full closure
notice guidelines are not followed, the contractor's ability to utilize full closures will be revoked.

Utilities
The contractor is responsible for all utility coordination and locates. The contractor shall be responsible for all
damaged utilities.

Construction Methods

1. Excavation

The contractor shall excavate and remove existing culvert. Pavement shall be saw-cut prior to excavation.
Trench walls shall be vertical. Refer to Culvert Replacement Standard Drawing. The width of the trench shall
be at minimum the given dimensions:



Culvert Size (inches) Trench Width (inches)

12~ 27"
15” 31”
18” 35”
24” 42”
30” 50”
36” 57"
48” 727
60" 87"
727 102~
84" 117~

The width of the trench shall be centered about the centerline of the existing culvert. Cut pavement so that an I'
x 6” lip extends to each side of trench. Increase the minimum trench width as necessary to accommodate
removal of existing pipe, joining of the culverts, and placement and compaction of backfill. The contractor
shall remove and dispose of excavated material.

2. Placement

The placement of the new culvert shall ensure that positive drainage is maintained. The new culvert shall be
placed at the same elevation as the existing culvert, except when directed otherwise by the Engineer. Perform
any excavation that is applicable to the culvert replacement within the county right of way to shape the ditches
and clear the drainage path of obstructions, including, but not limited to dirt, debris, and rock. This work is
incidental to the unit bid price of the culvert replacement.

3. Bedding
The bottom of the trench shall be dry and free of mud. A bedding of #410 stone, furnished by the contractor,

shall be placed below the culvert for the full length and width of the trench. Furnish stone tickets to the
Engineer when requested. Shape the bedding to receive the culvert. Extend the bedding up and around the pipe
for a depth not less than 30 percent of the diameter of the culvert.

4. Laying the Pipe

Lay the culvert, supplied by the Athens County Highway Department, in the center of the trench on prepared
bedding, beginning at the outlet end. Join culvert lengths so that ends are flush. The culvert shall make contact
with the ditch on the inlet end, and shall extend a distance on the outlet end to ensure proper drainage and that
roadside slopes are not impacted by flows. Cut off unneeded culvert length, and reserve for use on additional
culverts, as applicable. The culvert shall maintain contact with the bedding throughout its full length so that
line and grade are maintained. Maintain flows at all times until the new culvert is completed and in service.
Use of a water pump may be necessary and is incidental to the unit bid price of the culvert replacement.

If the existing culvert is made of metal, the contractor shall haul the metal pieces to the Athens County
Highway Garage, unload, and then load the replacement culvert. Any unused lengths of pipe shall be returned.
If the old culvert is plastic or concrete, the contractor shall be responsible for disposal.

5. Backfill

Place and compact #410 stone, furnished by the contractor, uniformly in the trench and around the culvert.
Furnish stone tickets to the Engineer when requested. Extend compacted backfill to edges of roadway
embankment. Place #410 stone in lifts not to exceed 6 inches. Compact backfill with small compaction



equipment less than 1 ton in weight, including but not limited to, jumping jacks, vibrating plates, hoe packs, or
other hand/mechanical devices approved by the Engineer. Do not use equipment or methods that compromise
the structural integrity of the pipe. The Athens County Engineer reserves the right to perform soil testing for
compaction at any time.

Construct dirt caps at outlet and inlet ends of pipe to prevent washing of stone around pipe and within trench.
Place #410 stone to a level 6 inches below the existing surface of asphalt. Place 6 inches of Class C Concrete,
furnished by the contractor, filling the trench evenly and completely. Place concrete to a level even with the
existing road surface and hand finish. Extend concrete cap 18 inches from edges of asphalt roadway, for the
width of the trench, in each direction. All concrete and disposal concrete placed outside shall be tapered down
to not be higher than the existing surface of the road. Furnish concrete tickets to the Engineer when requested.
Plate culvert with steel plates, and place "Bump" signs on tripods in advance of plates. Allow concrete to fully
cure prior to removing plates. The Athens County Engineer reserves the right to perform concrete testing at
any time.

6. Steel Plates

The Athens County Highway Department will provide the following plates. The contractor may pick up at the
Highway Department and utilize as needed. Plates must be placed to create safe culvert crossings. If steel is
damaged or stolen while in use, the contractor shall be responsible for replacement. Plates must be returned to
the Athens County Highway Department upon completion of the culvert replacements. The above conditions
also apply to the use of the "Bump" signs and tripods.

(12) 5’ x 10° x 5/8”



ATHENS COUNTY ENGINEER
FISHER ROAD CULVERT REPLACEMENTS
SCOPE OF WORK

Culverts to be replaced are located Fisher Road (CR17). Locations will be marked by the Athens County
Engineer's Office. The contractor is responsible for viewing all locations prior to submission of a bid. The
locations can also be seen on the following Location Maps.

CR 17 Culverts

Culvert #

EX. Culvert Size

Proposed Culvert Size

Proposed End Treatments

Dia. Diameter Length
CR17-7.31 15" 15" 40' Half-height Headwall on upstream, RCP on downstream end
CR17-7.03 18" 18" 50' New ODOT #2-2B Catch Basin w/ 3' from invert to Top Grate
CR17-6.73 24" 24" 40' RCP @ inlet and outlet by County workers
CR17-6.70 12"/18" 18" 40' RCP @ inlet and outlet by County workers
CR17-6.63 24" 24" 40' RCP @ inlet and outlet by County workers
CR17-6.57 12" 15" 40' RCP @ inlet and outlet by County workers
CR17-6.23 15" 15" 40' RCP @ outlet end by County workers
CR17-6.16 18" 18" 50' RCP @ inlet and outlet by County workers
CR17-6.06 36" 36" 60' RCP @ inlet and outlet by County workers
CR17-5.99 15" 18" 40' Half-height Headwall @ inlet end, RCP @ Outlet by County
CR17-5.92 18" 24" 40' RCP on downstream end
CR17-5.78 24" 24" 40' RCP on downstream end
CR17-5.68 24" 24" 40' Half-height Headwall @ inlet end, RCP @ Outlet by County
CR17-5.49 36" 36" 46' Half-height Headwall @ inlet end, RCP @ Outlet by County
CR17-5.46 36" 36" 48' RCP @ inlet and outlet by County workers

1. The proposed culverts will be provided by the Athens County Highway Department but must be
picked up by the contractor at the Canaanville Depot.
2. The precast concrete half-height headwalls will be furnished by the Athens County Highway

Department, and installed by the contractor.

3. The RCP shall be furnished and installed by the Athens County Highway Department.
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THIS DRAWING REPLACES MT-97.10 DATED 07-19-2013.
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NOTES:

FLAGGERS

1. Flaggers, one for each direction, shall be used to
confrol fraffic continuously for as long as a one lane
operation is in effect. The flaggers shall be able to
communicate with each other af all times.

LENGTH OF CLOSURE

2. Several small work areas close together should be
combined info one work zone. However, the closure
shall not be more than 2000’ long unless approved
by the Engineer. The minimum length between
closures shall be 2000°. Only one side of the
road shall be closed in any one work zone.

SIGN LOCATION AND SPACING

3A. The minimum spacing between work zone signs is
shown in Table I. Maximum spacing should not be
greater than 1.5 times the distances shown in Table I.

3B. S/'gn spacing should be adjusted to avoid conflict
with existing signs. Minimum spacing to existing signs
shall be 200" for speeds of 45 mph or less and a
minimum of 400’ for speeds of 50 mph or greater.

3C. The location of the advance warning signs should
be adjusted to provide for adequate sight distance
for 7‘%79 existing vertical and horizontal roadway
alignment.

ADJUSTMENTS FOR SIGHT DISTANCE

4. The location of the flagger station and the advance
warning signs should be a?jus?‘ed to provide for
adequate sight distance for the existing vertical

and horizonTal roadway alignment.
BASIC SIGNING

5A. ROAD WORK AHEAD (W20-1) signs shall be provided on
entrance ramps or roadways entering the work limits.

5B. END ROAD WORK (G20-2) signs are only required Tor
lane closures of more than I day. If /s intfended that
these signs be placed on the mainline, on all exit
ramps, and on roadways exiting the work limits.

5C. Overlapping of signing for adjacent projects
should be avoided where the messages could be
confusing. Any ROAD WORK AHEAD (W20-1) or END ROAD
WORK (G20-2) sign which falls within the limits of
another traffic control zone shall be omitted or
co;@red during the period when both projects are
active.

SIGNING DETAILS

6A. The Advisory Speed (Wi3-IP) plaque shall be used
when specified in the plan.

6B. 36” warning signs may be used when the approach
speed [imiT is 40 mph or less.

FLASHING WARNING LIGHTS

7. Type A flashing warning lights shown on the ROAD
WORK AHEAD (W20-1) signs and on the LANE CLOSED AHEAD
(W20-5) signs are required whenever a night lane
closure is necessary.

DRUMS / CONES

8A.

8B.

8C.

8D.

Drum spacing shall be as follows:

a) Spacing along the closure shall be 40’ center-to-center.

b) Spacing along the approach taper shall be 10 center-
o-center.

Cones may be substituted for drums as follows:

a) Cones used Tor daytime traffic control shall have a
minimum height of 28”.

b) Cones used for nighttime traffic control shall have
a minimum height of 42”.

¢) Use of cones at night shall be prohibited along
tapers.

Provisions shall be made to stabilize the cones and
drums to prevent them from blowing over.

A minimum of two drums shall be used to close the
paved shoulder.

(RESERVED FOR FUTURE USE)

9A.

(intentionally blank)

AREA ILLUMINATION

104

10B.

. Adequate area illumination of each flagger station

shall be provided at night. Use of porfable flood
lighting is acceptable.” Luminaires shall be located
adjacent to each flagger station.

To ensure the adequacy of floodlight placement and
the elimination of glare, the Contractor and the
Engineer shall drive through the worksite each ngghf
when the lighting is in place. L/'%hf placement an
shielding shall be adjusted to 1

Engineer.

e satisfaction of the

INTERSECTION / DRIVEWAY ACCESS

1.

Within the length of closure, provision shall be made
to control traffic entering from intersecting streets
and major drives as necessary to prevent wrong-way
movements and to keep vehicles off of new pavement
not ready for traffic. The Contractor shall:

a) Place across the closed lane, either three drums (cones)
or barricades, and/or

b) Provide an additional flagger at every public street
intersection and major driveway.

Drums (cones) placed across the closed lane shall be
located 25’ beyond the projected pavement edges of
the driveway or cross highway, as shown in Standard
Construction Drawings (SCDs MT-97.11 or MT-97.12. For
barricades, see SCD MT-101.60.

Existing STOP signs shall be relocated as necessary to
assure proper location for the traffic conditions.

The method of control shall be subject to the
approval of the Engineer.

SHADOW VEHICLE

124.

12B.

12c.

120.

The shadow vehicle shall be in place and unoccupied
whenever workers are in the work area. This vehicle
shall be removed from the pavement whenver workers
are not in the work area.

The shadow vehicle shall be equipped with a high-
intensity yellow rotating, flashing, oscillating, or
strobe light(s).

The vehicle shall be equ;l)ped with a fruck-mounted
attenuator when called Tor in the plans.

Other protective devices may be used in lieu of
the shadow vehicle shown when approved by the
Engineer.

CHIP SEAL OPERATIONS

13.

For chip seal operations, additional signing shall be
incorporated in the advanced warning area.

a) The LOOSE GRAVEL (W8-7) and FRESH TAR (W21-2) signs shall
both be used in advance of the chip seal operafion.

b) Repeat the LOOSE GRAVEL sign with a 35 mph Advisory
Speed (Wi3-1) plague every half mile per CMS 422.09.

¢) The FRESH TAR and the LOOSE GRAVEL signs shall both
be used for signing of side roads intersecting the work
area.
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THIS DRAWING REPLACES MT-97.10 DATED 07-19-2013.
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The undersigned hereby agrees to replace the following culverts at the price bid according to the Athens

BID FORM
FISHER ROAD CULVERT REPLACEMENTS

County Engineer's Requirements and Procedures.

© oo N LD E

e ol el
O~ WNDPRERO

CR17-7.31 (15"x40')
CR17-7.03 (18"x50')
CR17-6.73 (24"x40')
CR17-6.70 (18"x40')
CR17-6.63 (24"x40')
CR17-6.57 (15"x40')
CR17-6.23 (15"x40')
CR17-6.16 (18"X50')
CR17-6.06 (36"x60")

. CR17-5.99 (18"x40')
. CR17-5.92 (18"x40')
. CR17-5.78 (24"x40)
. CR17-5.68 (24"x40)
. CR17-5.49 (36"x46")
. CR17-5.46 (36"x48))

Grand Total in Words

LUMP SUM BID = $

LUMP SUM BID = $

LUMP SUM BID = $

LUMP SUMBID = $

LUMP SUMBID = $

LUMP SUM BID = $

LUMP SUM BID = $

LUMP SUM BID = $

LUMP SUM BID = $

LUMP SUM BID = $

LUMP SUM BID = $

LUMP SUMBID = $

LUMP SUMBID = $

LUMP SUM BID = $

LUMP SUM BID = $

TOTAL FOR ALL STRUCTURES = $

NAME (Company)

Address

Phone Number () Fax( )
E-mail address

Signature Date
Name Title

Acknowledgement of Addendum(s) (if any):
Addendum(s) Received (circle if applicable) #1 #2 #3 #4

Signature of Bidder
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HOLD HARMLESS AGREEMENT CLAUSE

The contractor, agrees to indemnify and hold harmless and

defend Athens County Commissioners and the Athens County Engineer, its officials, agents, servants, and
employees from payment of any sum or sums of money to any persons whomsoever, on account of all claims,
actions, or suits growing out of injuries to persons, including death, or property damage caused by the
contractor, his employees, agents or subs for any negligent act, error or omission in the performance
and prosecution of the work herein, including (but without limiting the generality of the foregoing) all claims
for service, labor performed, materials furnished, provisions and supplies, injuries to persons, including death,
or damaged property, claims, suits, costs, attorney's fees, cost of investigation and of defense.

It is further the intent of this agreement to hold the contractor responsible for the payment of any and all
claims, suits, or liens due to any negligent act, error or omission in any way attributable to or asserted against
Athens County Commissioners and the Athens County Engineer and/or its officials, agents, servants or
employees as a result of the performance of this quote or asserted against the Athens County
Commissioners, the Athens County Engineer and the contractors.

In addition to holding Athens County Commissioners and the Athens County Engineer harmless, the
contractor will provide defense for Athens County Commissioners and the Athens County Engineer, its
officials, agents, servants and/or employees and will pay the costs of that defense.

BY:

TITLE:

DATE:

17



BID AFFIDAVIT
(To be filled in and executed if Contractor is a Corporation)

STATE OF )

)ss

COUNTY OF )

being duly sworn, deposes and says that he is Secretary of

a corporation organized and existing under and by virtue of the laws of

the State of and having its principal Office at

Number and Street

County, , State
City Name of County State

Affiant further says that he is familiar with the records, minute books and by-laws of

Name of Corporation

Affiant further says that of the
Name of Officer Title

corporation is duly authorized to sign the contract for for

said corporation by virtue of

State whether a provision of by-laws or a resolution of the Board of Directors. If by a resolution, give date of adoption.

Signature of Officer

Sworn to before me and subscribed in my presence this day of

, 20

Notary Public in and for

County, Ohio

My Commission expires
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NON-COLLUSION AFFIDAVIT

STATE OF )

)SS.

COUNTY OF )

, being first duly sworn,

deposes and says that he is

sole owner, partner, president, etc.

of the party making the foregoing proposal or bid; that such bid is
genuine and not collusive of sham; that said bidder has not colluded, conspired, connived, or agreed, directly
or indirectly, with any bidder or person, to put in a sham bid, or that such other person shall refrain from
bidding, and has not in any manner, directly or indirectly sought by agreement or collusion, or communication
or conference, with any person, to fix the bid price of affiant or any other bidder, or to fix any overhead, profit,
or cost element of said bid price, or of that of any other bidder, or to secure any advantage against

or any person or persons interested in the
proposed contract; and that all statements contained in said proposal or bid are true, and further, that such
bidder has not, directly or indirectly submitted this bid or the contents thereof, or divulged information or data
relative thereto to any association or to any member or agent thereof.

Affiant
Sworn to and subscribed before me this day of
, 20
Notary Public in and for
County, Ohio

My commission expires
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NO FINDINGS FOR RECOVERY AFFIDAVIT
(O.R.C. Section 9.24)

THIS FORM MUST BE COMPLETED IN ITS ENTIRETY AND NOTARIZED

(NAME) (TITLE) (NAME OF COMPANY)
affirm that at the time that | submitted the bid for
(BID TITLE)
to the Board of Athens County Commissioners on that
(DATE)

HAS / HAS NO unresolved finding for recovery from
(NAME OF COMPANY) (CIRCLE ONE)

the State Auditor per Ohio Revised Code 9.24.

(If there is a unresolved finding for recovery from the State Auditor, please complete the following

section )

The amount of unresolved finding for recovery due the State Auditor is and unpaid penalties and
interest are : (AMOUNT)
(AMOUNT)

(SIGNATURE)

(COMPANY)

(DATE)

Sworn to and subscribed before me this day of, 20 : (SEAL)

(NOTARY)

My Commission Expires:

(DATE)
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AFFIDAVIT OF CONTRACTOR OR SUPPLIER
OF NON-DELINQUENCY OF
PERSONAL PROPERTY TAXES
ORC 5719.042

STATE OF )

)ss.

COUNTY OF )

I, individually or as agent or representative for

, having been awarded a contract let by competitive bid for the purpose of

hereby state that neither I, nor the above-listed contractor or supplier

were charged with any delinquent personal property taxes on the general tax list of personal property in
Athens County at the time the bid for this project was submitted, under the above-listed names or under any
other names.

Sworn to before me and subscribed in my presence this ___ day of , 20

Notary Public
In consideration of the award of the contract designated above, the above statement is incorporated into
the contract as a covenant of the undersigned.

For the contractor or supplier

NOTICE TO CONTRACTORS:
DO NOT COMPLETE THIS FORM IF YOU HAVE BEEN CHARGED WITH DELINQUENT
PERSONAL PROPERTY TAXES ON THE GENERAL TAX LIST OF PERSONAL PROPERTY IN
ATHENS COUNTY, REQUEST THAT THIS FORM BE REPLACED WITH  AFFIDAVIT OF
DELINQUENCY OF PERSONAL PROPERTY TAXES.
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AFFIDAVIT IN COMPLIANCE WITH SECTION 3517.13
OF THE OHIO REVISED CODE

STATE OF OHIO
COUNTY OF ATHENS:

Personally appeared before me the undersigned, as an individual or as a representative of

for a contract for
(Name of Entity) (Type of Product or Service)

to be let by the County of Athens who, being duly cautioned and sworn, makes the following statement with respect to prohibited activities
constituting a conflict of interest or other violations under Ohio Revised Code Section 3517.13, (campaign contributions and reporting) and further
states that the undersigned has the authority to make the following representation on behalf of himself or herself or of the business entity:

1. That none of the following has individually made within twenty four (24) months and that, if awarded a contract for the purchase of goods or
services in excess of $10,000, none of the following individually will make, beginning on the date the contract is awarded and extending until one
year following the conclusion of the contract, as an individual, one or more campaign contributions totaling in excess of $1,000, to any member of
the Athens County Board of Commissioners or their individual campaign committees:

a myself

b any partner or owner or shareholder of the partnership (if applicable);

Cc any owner of more than 20% of the corporation or business trust (if applicable);

d each spouse of any person identified in (a) through (c) of this section;

e

each child seven years of age to seventeen years of age of any person identified in
divisions (a) through (c) of this section (only applicable to contributions made on or

after January 1, 2007).

2. That none of the following have collectively made since January 1, 2007, and that, if awarded a contract for the purchase of goods or services
in excess of $10,000, none of the following collectively will make, beginning on the date the contract is awarded and extending until one year
following the conclusion of the contract, one or more campaign contributions totaling in excess of $2,000, to any member of the Athens County
Board of Commissioners or their individual campaign committees:

myself

any partner or owner or shareholder of the partnership (if applicable);

any owner of more than 20% of the corporation or business trust (if applicable);

each spouse of any person identified in (a) through (c) of this section;

each child seven years of age to seventeen years of age of any person identified in division (a) through (c) of this section.

© O 0O T

Signature

Title:

Sworn to before me and subscribed in my presence this day of , 2019.

Notary Public, In and for County, Ohio.
(SEAL)

My Commission Expires:
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CONTRACTORS ARE REQUIRED TO STATE IN THE SPACES PROVIDED BELOW, THEIR
EXPERIENCE IN CONSTRUCTING PROJECTS OF THIS TYPE OR SIMILIAR IN NATURE.
FAILURE TO FILL IN THIS FORM MAY DISQUALIFY YOUR BID.

PROJECT NAME: CONTACT:

ADDRESS PHONE:
FAX:
EMAIL:

DESCRIPTION OF WORK:

DATE OF PROJECT:

PROJECT NAME: CONTACT:

ADDRESS PHONE:
FAX:
EMAIL:

DESCRIPTION OF WORK:

DATE OF PROJECT:

PROJECT NAME: CONTACT:

ADDRESS PHONE:
FAX:
EMAIL:

DESCRIPTION OF WORK:

DATE OF PROJECT:

PROJECT NAME: CONTACT:

ADDRESS PHONE:
FAX:
EMAIL:

DESCRIPTION OF WORK:

DATE OF PROJECT:
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CONTRACT

This agreement made this day of by and between , herein
after called the "Contractor," and Athens County, herein after called the "Local Public Agency."

WITNESSETH, that the Contractor and the Local Public Agency, for the considerations stated herein,
mutually agrees as follows:

Article I: Statement of Work. The Contractor shall furnish all supervision, labor, tools, equipment,
materials, hauling, and other items necessary to complete the Fisher Road Culvert Replacements in accordance
with the “Notice to Bidders,” “Bid Proposal” and “Specifications.”

Article 1l: The Contract Price. Athens County and will pay the Contractor for the
performance of the Contract based upon the unit prices stipulated on the "Bid Form."

In WITNESS WHEREOF, the parties have caused this Agreement to be executed this day of
, 20109.

Contractor:

By:

Athens County Commissioners:

Lenny Eliason

Charlie Adkins

Chris Chmiel

Athens County Engineer:

Jeff Maiden
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CERTIFICATE OF PROSECUTING ATTORNEY

The above contract has been approved by me as to form this day of , 2019.

Prosecuting Attorney, Athens County, Ohio

CERTIFICATE OF COUNTY AUDITOR

I, , County Auditor of Athens County,

Ohio do hereby certify that there is in the Treasury or in the process of collection, the sum of:

................. Dollars (), to

pay for the contract between and the Athens County

Commissioners, Athens County, Ohio and that said funds are un-appropriated for any other purpose.

Athens County Auditor
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